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U. S. Electric Drills 

WITH WESTINGHOUSE UNIVERSAL MOTORS 



TYPE 1)L' 


TYPES AU AMD BU 



TY PE EU 



The motors in these drills are universal-wound and are made to operate on both 
direct and alternating current of 25, 30, 40 or 60 cycles, and can be furnished for 110 
or 220 volts, as specified. They are air-cooled. 

Each drill is equipped with a new type of switch, of simple design, which can be 
very easily taken apart and furnished with a cord and plug to connect to any lamp 
socket 

All parts are interchangeable. The gears are of chrome-nickel steel and hardened. 
The armature shaft pinion is removable. All spindles are ground to size. Gears and 
bearings run in grease-filled compartments. 

The case is of aluminum, strong and durable—but light in weight. 


PRICE LIST 


Type. 

. 1 

AU 

BU 

CU 

DU 

EU 

Capacity. 

.inches 

A 

% 

% 

% 

% 

Dimensions. 


3%x9 

3%xll 

4%xl4 

5x18 

6x16% 

Speed . 

.r. p. m. 

1400 

900 

750 

450 

280 

Weight. 


6 

7 

12 

18 

28 

Price . 


$42.50 

47.50 

58.00 

72.00 

100.00 


In ordering, specify whether 110 or 220 volts. 
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Dimensions.inches 

Size Drill will hold “ 
Revolutions per Minute 

Weight.pounds 

Price— 

Direct Current..each 
Alternating Cur .each 


110 or 220 

110 or 220 

110 or 220 

110 or 220 

110 or 220 

110 or 220 

4x13 

4%xl4 

4%xl6 

6x16% 

6x18% 

6x18% 

0 to % 

Oto % 

0 to % 

Oto % 

Oto 1 

0 tol% 

900 

800 

450 

280 

200 

180 

9 

12 

16% 

31 

35 

38 

$45.00 

55.00 

65.00 

84.00 

94.00 

115.00 

45.00 

67.50 

68.00 

86.00 

98.00 

110.00 


Type D similar to Types B and C, except has two handles and breastplate. 

In ordering drills or grinders always specify whether direct or alternating cur¬ 
rent is desired. The above drills can be run off the ordinary incandescent lamp socket. 


Radial Drills 


Type. 


EG-110 

EG-220 

GF-110 

GF-220 

Voltage . 


110 

220 

110 

220 

Height over all. 

.inches 

36 

36 

36 

36 

Height of column. 

i« 

31 

31 

31 

31 

Length of feed. 

it 

5 

5 

5 

5 

Length of radius arm... 

II 

12 

12 

12 

12 

Size drill will hold. 

II 

0 to % 

0 to % 

Oto 1% 

o to i%| 

Revolutions per minute. 


240 

240 

180 

180 ' 

Weight. 

.pounds 

145 

145 

165 

165 

Price, Direct Current.... 

.. .each 

$120.00 

120.00 

155.00 

155.00 

Price, Alternating Current.. “ 

125.00 

125.00 

155.00 

155.00 



These drills have rack and pinion adjustment for horizontal arm. Drills have 
a positive feed and can drill at any angle. Hand wheel on top of motor to knock out 
twist drill. Ball thrust bearing and taper socket. These drills can be run off the 
ordinary incandescent lamp socket. Radial arm or vertical column made any length 
desired. In ordering, always specify whether direct or alternating current is desired. 
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U. S. Electric Center Grinders 

BISECT OS ALTERNATING 




Type R 


Type H 


Universal Type HJIT 


Type R has no slide and is made for lathes with a compound rest. Types R, H and 
HJU are furnished with an internal grinding attachment and Types H and HJU with 
tooth rest. Type HJU can be used on both direct and alternating current and is fur¬ 
nished with shank for tool post same as Type H or with angle plate as shown. Com¬ 
plete with cable and plug. 


Type 


R H HJU 


Voltage . 

Dimensions . 

Size of Emery Wheel. 

Size of Extension Mandrel. 

Horse Power . 

Speed. 

Weight . 

Price, Direct Current. 

Price, Alternating Current 



110 or 220 

110 or 220 

110 or 220 

inches 

4Msx8 

5x11 

5x13 

n 

6x%x% 

6x%x^ 

4%x%x% 

tt 


i% xy 4 

4x% 


y* 

!4 

V4 

p. m. 

4500 

4500 

5000 

pounds 

13 

21 

25 

... each 

$32.00 

40.00 

50.00 

it 

37.00 

46.00 

50.00 


Direct or Alternating 




Types J, JK nml M 


These grinders are all fitted with angle plates and can be used on lathe, boring mill, 
shaper or planer, for cylindrical or surface grinding. Furnished complete with cable 
and plug. i 

Type . 


HB 

J 

JK 

M 

Voltage . 


110 or 220 

110 or 220 

110 or 220 

110 or 220 

Dimensions . 

inches 

4x11 

6y 2 xl3 

7y.xi5y> 

8M>xl8% 

Size of Emery Wheel. 

inches 

6x%x% 

8x%x% 

10x1 

12x1 

Horse Power. 


y 4 

% 

1 

2 

Speed.i 

. p. m. 

4500 

3000 

2400 

2050 

Weight . 

pounds 

20 

48 

87 

120 

Price, Direct Current. 

...each 

$37.00 

68.00 

90.00 

130.00 

Price, Alternating Current. 

.. .each 

39.00 

77.00 

102.00 

135.00 


In ordering specify whether direct or alternating current is desired and state voltage. 
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U. S. Electric Combination Grinders 

DIRECT OR ALTERNATING—INTERNAL AND EXTERNAL 


Type HI. Type* JI-, JKL and MI. 



The illustrations show internal grinders, made with an angle plate to be bolted in 
tool post rest of lathe. For grinding engine cylinders, dies or journals, extra lengths 
of internal grinding attachment can be furnished. 

The internal attachment can be taken off and the grinder then used for external 
grinding same as regular center grinders. Any speed desired can be furnished by 
changing pulleys. Bearings are adjustable for wear and are dustproof. Run off ordi¬ 
nary lamp 'socket. 


Type . 

. 

HL 

JL 

JKL 

ML 

•Voltage . 

Size of Wheel for External Grinding.. 

110 or 220 

110 or 220 

110 or 220 

110 or 220 

Size of Wheel for Internal Grinding.. 

6x% 

8x% 

1 

10x1 

12x1% 


.. .inches 

lx% 

2x% 

2%x% 

3x% 

Will Grind to Depth of. 

.. .inches 

4% 

8 

12 

18 

Horse power. 


y 4 

% 

1 

2 

Speed for External Grinding.. 

... .r.p.m. 

4500 

3000 

2400 

2050 

Speed for Internal Grinding.. 

... .r.p.m. 

18000 

9000 

8500 

7500 

Weight . 

. .pounds 

24 

82 

105 

245 

Price, Direct Current. 

.each 

$64.00 

90.00 

110.00 

160.00 

Price, Alternating Current.... 

.each 

70.00 

100.00 

122.00 

170.00 


Type N Type O 



Types N and 0 used in connection with spring or balance weight. Adapted for 
grinding high places off castings or chilled spots. Also carry a felt wheel for polishing 
or a wire brush. For grinding metal part or composition; do away with hand filing 
and chipping. 


Type .! N ' NN NK | NR OB O OO 


•Voltage .I 110 or 220 i 110 or 220 | HO or 220 110 or 220 110 or 220 110 or 220 I 110 or 220 

Dimensions .Inches 614x17 ' I 514x21 6x30 j 744x32 

S(k> of Emery Wheel.Inches 8xlx% Sx4ix% I 10xlx% | 12x114x14 5x44 6x1 j Sxl 

Horae Power . 1 14 i 14 1 

Speed.R. P. M. 2700 3000 2400 2050 3500 3500 3000 

Weight .Pounds ) 45 45 62 105 20 48 65 

Price, Direct Current.Each 1 $70.00 I $60.00 , $80.00 $110.00 | $50.00 $70.00 I $80.00 

Price. Alt. Current.Each : 78.00 70.00 I 98.00 ; 115.00 | 55.00 77.00 ! 98.00 

I l i 


•In ordering, always specify whether direct or alternating current is desired, and 
state voltage. Original from 
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U. S. Motor-Driven Grinders 

TYPES P, K 4ND KK TYPE KM 



Types P, K and KK 

This bench grinder is a very handy tool for grinding small tools. It can also be 
used for polishing and buffing. State when to be used for buffing. The tool rest on the 
grinder is detachable. The bearings are adjustable to wear. The motor is air-cooled. 
Made for direct or alternating current. 


Type KM 

This machine has a 2 horse power motor and is designed for tool grinding and 
general work. It can be used for polishing or buffing. Direct current motors are run 
from lamp socket. This grinder is also made for alternating current of 110 or 220 
volts, two or three-phase only. The bearings are split taper and adjustable to wear. 




1 

Dimen¬ 

sions 

Inches 

Size of 
Emery 
Wheel 
Inches 

J 



Price 


Type 

Volts 

i 

H. P. 

Speed 

R. P. M. 

wt. 

Lbs. 

Direct 

Current 

Alter¬ 

nating- 

Current 

P-110 

P-220 

no i 
220 1 

4^x9 

6x%x% 

i* 

4500 

14 

$30.00 

$40.00 

K-110 

K-220 

110 ) 
220 j 

6x14 

8xlx% 

■ % 

3000 

57 

55.00 

68.00 

KK-110 

KK-220 

110 \ 
220 f 

7^x15^ 

10xlx% 

i 

i 

2400 

80 

80.00 

95.00 

KM-110 

KM-220 

110 1 

220 1 

i 

Over all 18 
Height 16 

12x11,4 and ) 
10x1 ( 

' 2 

1 1 

2050 

185 

i 

115.00 

125.00 


Add letter “A” for alternating current. 
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